
  
 

GUAINA FLESSIBILE SPIRALATA IN PVC 

SPIRALED FLEXIBLE PIPE PVC 

 

DESCRIZIONE / DESCRIPTION Ø INT mm Ø. EST mm MT COIL / MT 
PALLET VOL 

G.W. 
KG CODICE /COIDE 

 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

8 14,6 30/8640 0,009 1,50 GR22908 
 

      

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 10 14,6 30/5400 0,014 1,76 GR22910 

 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

12 16,2 30/4590 0,021 2,16 GR22912 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

14 18,2 30/4050 0,024 2,32 GR22914 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

16 20,2 30/4050 0,024 2,84 GR22916 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

18 23,3 30/3360 0,03 3,00 GR22918 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

20 24,3 30/3360 0,034 3,68 GR22920 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

22 26,3 30/1800 0,042 4,15 GR22922 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

25 29,6 30/1800 0,051 5,40 GR22925 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

28 33,5 30/1650 0,071 6,00 GR22928 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

32 38,0 30/1440 0,075 6,20 GR22932 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

35 41,0 30/1200 0,08 7,50 GR22935 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

40 46,4 30/1200 0,084 9,52 GR22940 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

50 57 30/600 0,147 11,84 GR22950 
 

GUAINA SPIRALATA FLESSIBILE IN PVC 
SPIRALLED FLEXIBLE PIPE PVC 

60 68,0 30/SFUSI 0,22 13,60 GR22960 
 

 

APPLICAZIONI:   PER LA PROTEZIONE DEI CAVI ELETTRICI NEGLI IMPIANTI CIVILI E INDUSTRIALI 
 
APPLICATIONS: FOR WIRES PROTECTION ON MACHINE AND PRODUCTION TOOLS, COMPUTER INSTALLATION ETC.. 

 Colore Grigio RAL 7035 
Colour Gray RAL 7035 

GLOW WIRE TEST 
960°C   IEC 60695  

Materiale esterno PVC morbido anima in PVC rigido 
Material Plasticized PVC with rigid PVC spiral 

TEMP. D'INSTALLAZIONE 
WORKING TEMPERATURE 

RESISTENZA ALL'URTO 
IMPACT RESISTENCE 

RESISTENZA ALLO SCHIACCIAMENTO 
COMPRESSION RESISTANCE 

+60°C +5°C 320 N 
 

CLASSE: LEGGERO: 2311 
EN 61386-1, EN 61386-23, UL1696 




